
Technical data at a glance   400 MBPP 400 MBPP-1 
Basic version with adapter
frames 

  • • 

V24- (RS232-) interface   • • 
Data entry, classification,
and storage module 

      

Small- and mid-size con-
rods 

  •   

Mid- and large-size con-
rods 

    • 

Connecting rod       
Total weight [kg] 10 10 
Gauge measurement [mm] 110 - 250 180 - 350 
Hole, small-end [mm] 16 - 40 35 - 70 
Hole, big-end [mm] 40 - 80 60 - 120 
Machine       
Width A 3) [mm] 510 510 
Depth B 3) [mm] 335 335 
Height C 3) [mm] 300 300 
Repeatability 1) [g] ± 0,2 - 0,4 ± 0,2 - 0,4 
Sensitivity drift 2) [g / °K] ± 0,04 ± 0,04 
Resolution [g] 0,1 0,1 
Linearity [g] ± 0,1 ± 0,1 
Measuring time [s] 2 2 
Perm. Ambient temperature [°C] + 10 - 40 + 10 - 40 
Power requirement 4) [V] 230 230 
Power consumption [W] 7,5 7,5 
        
Basic machine Order No. R0680100.01 R0680200.01 
Options       
Adapter frame, machine
part 

Order No. R0680101.01 R0680201.01 

Adapter frame, rough
casting 

Order No. R0680102.01 R0680202.01 

Adapter frame, machined
part 5) 

Order No. R0680103.01 R0680203.01 

        
1) Incl. Insertion error
depending on con-rod
weight 

      

2) In the temperature range
+ 10 ... 40° C 

      

3) Data non-binding,
dependent on the
respective equipment 

      

4) Power requirement 230
VAC, 50 Hz; switchable to
110 VAC 60 Hz 

      

5) For measurement over
the entire range (gauge
dimension 110-250mm) 
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