
Technical
data at a
glance 

  BI 1 BI 2  BI 3 BI 4 BI 5 BI 6 BI 7 

Rotor
weight
(max.) 

[kg] 10 50 400 800 1600 3150 6300 

Diameter
(max.) 

[mm] 200 500 710 1000 1500 2000 2700 

Speed
(max.) 

[min-1]  3,000 to
250,000
(depending
on drive) 

            

Drive power [kW] 7.5 15 30 55 90 160 250 

Machine                 
Width A 1) [mm] 3500 4600 4800 5500 6000 6600 8000 
Depth 1) [mm] 3500 1900 2200 3025 4600 5400 7300 
Height C 1)

(above
floor) 

[mm] 2000 3000 3000 3500 2500 2850 3800 

                  
Basic
machine  

Order No. R0900100.0
1 

R0900200.0
1 

R0900300.0
1 

R0900400.0
1 

R0900500.0
1 

R0900600.0
1 

R0900700.0
1 

Options                 
Computer
system
CAST  

Order No. o.r. o.r. o.r. o.r. o.r. o.r. o.r. 

Heating
systems  

Order No. o.r. o.r. o.r. o.r. o.r. o.r. o.r. 

Cryo
Systems 

Order No. o.r. o.r. o.r. o.r. o.r. o.r. o.r. 

Telemetric
systems  

Order No. o.r. o.r. o.r. o.r. o.r. o.r. o.r. 

                  
1) Data non-
binding,
dependent
on the
respective
delivery 

                

o.r. On
request 
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