
Technical
data at a
glance 

  ESA ESB ESC ESD ESE ESF     

Load
carrying
capability
of the
balancing
unit 

[kg] < 1 1 - 3 3 - 6 6 - 20 20 - 60 60 - 200     

Diameter 
1) 

[mm] 250 250 500 1000 1000 1500     

Measurabl
e
unbalance,
max. 

[kgmm] 7 10 14 25 100 330     

Measuring
uncertainty
2) 

[gmm] 0,5 3 5 15 40 80     

Measuring
time 

[s] 2 ... 5 2 ... 5 2 ... 5 2 ... 5 2 ... 5 2 ... 5     

Power
supply 

  230 V, 50
Hz 

230 V, 50
Hz 

230 V, 50
Hz 

230 V, 50
Hz 

230 V, 50
Hz 

230 V, 50
Hz 

    

Width A 3) [mm] 480 480 480 480 480 480     
Depth B 3) [mm] 390 390 390 390 390 390     
Height C 3) [mm] 120 120 120 120 120 120     
Typical
rotors 

                  

Grinding
discs 

  • • • • • •     

Wheel
hubs,
brake
drums,
brake
discs 

    • • •         

Clutch com
ponents,
flywheels 

  • • • •         

Ventilators,
fans 

  • • • • •       

Chopper
rotors 

  • • •           

Railway
carriage
wheels 

            •     

Vehicle
tires 

        • •       

Complete
wheels 

        • • •     

Propellers         • • •     
                    
Basic
machine 

Order-Nr. R0050100.
02 

R0050200.
02 

R0050300.
02 

R0050400.
02 

R0050500.
02 

R0050600.
02 

    

                    
1) Higher
diameters
available

                  



to cater for
special req
uirements,
may
require
lifting
table 
2) In accor
dance with
DIN 1319
without
adaptor
errors 

                  

3) Data no
n-binding,
depending
on
respective
equipment
44 
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